
ATEX-rated for Category 1 (Zone 0) locations. IECEx-rated for Group 
IIC locations. For use in places with an explosive gas atmosphere (other 
than mines susceptible to firedamp) that is present continually or for 
longer periods.

KEY FEATURES

• This Zone 0 rated flashlight 
• Features one white LED and a 640nm-650nm red laser
• Dual head switches for easy beam selection and one-handed operation

ITEM NUMBERS

Description UPC Item #

Dualie 3AA Laser ATEX - Includes (3) AA alkaline 
batteries 080926-68765-3 68765

SAFETY RATINGS

• II 1G Ex ia op is IIC T3/T4 Ga; FTZU 15 ATEX 0221X, IECEx FTZU 
16.0017X

BATTERY

• Uses (3) AA alkaline batteries; also accepts (3) AA lithium batteries

MATERIAL/DURABILITY

• Durable, non-conductive, corrosion-proof polymer resin; rocky stipple 
texture for a sure grip

• Unbreakable polycarbonate face cap and side lens with scratch-
resistant coating

• Rugged, integrated, snag-free clip (with optional magnet) conforms to 
body; grabs onto shirts, pockets and gear for hands-free use

• Magnet model features a magnetic clip with integrated hang hook for 
hands-free use 

• IP67 dust-tight and waterproof to 1m for 30 minutes
• 2m impact resistance tested

WARRANTY

Limited lifetime warranty
Visit streamlight.com for full warranty information

INTRINSICALLY SAFE, MULTI-FUNCTION FLASHLIGHT 
WITH LASER POINTER

DUALIE® 3AA LASER ATEX

Available Colors:

Forward-facing LED spot beam and red laser pointer 
that can be used individually or simultaneously

OUTPUT

LED LASER

LUMENS 150 <5mW output
CANDELA 7,700 --
DISTANCE 175m --
RUN TIME 17 hrs 70 hrs

LENGTH: 17.78 cm
WEIGHT: 192.78g

DIMENSIONS

W/ BATTERIES



ACCESSORIES
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Description UPC Item #

Poly Mount Kit 080926-68089-0 68089

4AA Fire Helmet Mount 080926-68085-2 68085

4AA Gallet Mount 080926-68086-9 68086

Rubber Helmet Band  080926-99075-3 99075


